
  
  GALVANIZED RIGID CONDUIT Generic Listing (980010)  

GRC 

DESIGNATOR OUTSIDE
DIAMETER

NOMINAL
WALL

THICKNESS

APPROXMATE
WEIGHT PER
100FT (30.5M)

QUANTITY IN
MASTER
BUNDLE TRADE

SIZE
METRIC

IN MM IN MM LB KG FT M

1/2 16 0.840 21.34 0.104 2.64 82 37.2 2500 762.5

3/4 21 1.050 26.67 0.107 2.72 109 49.4 2000 610.0

1 27 1.315 33.40 0.126 3.20 161 73.0 1250 381.3

1-1/4 35 1.660 42.16 0.133 3.38 218 98.9 900 274.5

1-1/2 41 1.900 48.26 0.138 3.51 263 119.3 800 244.0

2 53 2.375 60.33 0.146 3.71 350 158.8 600 183.0

2-1/2 63 2.875 73.03 0.193 4.90 559 253.6 370 112.9

3 78 3.500 88.90 0.205 5.21 727 329.8 300 91.5

3-1/2 91 4.000 101.60 0.215 5.46 880 399.2 250 76.3

4 103 4.500 114.30 0.225 5.72 1030 467.2 200 61.0

5 129 5.563 141.30 0.245 6.22 1520 689.5 150 45.8

6 155 6.625 168.28 0.266 6.76 1785 809.7 100 30.5

KWIK-COUPLE GRC
TRADE

SIZE
METRIC

DESIGNATOR
OUTSIDE

DIAMETER

NOMINAL
WALL

THICKNESS

APPROXMATE
WEIGHT PER
100FT (30.5M)

BUNDLE
QUANTITY

IN MM IN MM LB KG FT M

2-1/2 63 2857 73.03 0.193 4.90 559 253.6 400 121.9

3 78 3500 88.90 0.205 5.21 727 329.8 300 91.4

3-1/2 91 4000 101.60 0.215 5.46 880 399.2 250 76.2

4 103 4500 114.30 0.225 5.72 1030 467.2 200 61.0

5 129 5563 141.30 0.245 6.22 1400 635.0 150 45.7
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